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SUMMARY

An investigation has been conducted in natural icing corditions
to determine the effect of ice formations on the performance of an
axial-flow turbojet engine. One flight was made in an icing con-
dition in which the liquid-water content varied from 0.077 to
0.490 gram per cubic meter and the average droplet size varied
from 5.4 t0 12.1 microns. During a2 period of €0 minutes in lcing,
at an engine speed of 11,000 rpm, the tall-pipe temperature increased
from 865° to 965° F and the jet thrust decreased from 1950 to
1700 pounds. Near the end of the icling period, the engine was
satisfactorily accelerated to take-off power.

INTRODUCTION

An investigatlion has been conducted iIn natural icing conditions
at the NACA Cleveland leboratory to determine the effect of ice formation
on the performance of an axial-flow turbojet englne. Data presented
herein were obtalned during one flight at an engine speed of
11,000 rpm, the normal cruising speed of the engine. Deta obtai ned
on a previous flight at an engine apeed of 9000 rpm are presented in
reference 1. During the icing condition, the engine was accel erated
to 12,000 rpm, or take-off power. Attempts will be made to obtaln
additlonal performance data in other icing conditions.

APPARATUS

A 24C-2 turbojet englne was mounted on a four-engine bomber, which
was provided wlth antli-lcing equipment for the wings, the tall
surfaces, and the propellers. General and cleose-up views of the
ingtellation are shown In figures 1 and 2, respectively. The turbojet
engine used for this investligation has a 10-stage axial-flow compressor,
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a two-stage turbine, and an annular combustion chamber. The charac- '
terigtics of the englne are:

Maximum engine sgspeed, rom . . . « o v + ¢« ¢ s ¢ ¢ o+ « o « 12,000
Cruleing engine speed, rpm . . ¢« « ¢ ¢ & ¢« o« o ¢ o & « «» « 11,000
Static-thrust rating, pounds . . . . . o ¢ ¢ ¢ & ¢ ¢ o ¢ & 2800
Maximum tail-pipe temperature, °F . . . . « + ¢ « ¢« ¢ « ¢ & 1220

Ingtrumentation was provided at the conpressor outlet for cal-
culation of compressor efficiency and at the tall-pipe outlet for
calculations of air flow and thrust. A deflecting-vane-type flow-
meter was used tc measure the fuel flow to the engine.

RESULTS AND DISCUSSION

The ice formation obtained on the Jet-englne cowling inlet is
shown in figure 3. The degree of lce accumulation on the engine
inlet is indicated by figures 4(a) and 4(b), which are side and
front viewa, respectlively, of the engine lnlet photographed after
landing. Very little ice, if any, collected on the engine-inlet
guide vanes. The ice shown at the bottomof the inlet gulde vanes
18 believed to consist ¢of plecea broken from the 1ce formation on
the starter housing or the support struta. A time hlastory of the
data taken in the icing condition 1s shown in figure 5. ZEngine
Jet thrust, fuel flow, and tall-plpe temperature are shown in
figure S(ai,average droplet size, free-air temperature, and liquid-
water content are shown in figure S(b). Fngine and icing data were
taken upon entering the icing cloud and periodically during the
encounter with the icing condition, which lasted for approximately
1 hour. The englne speed was maintained at 11,000 rpm. A sudden
dropin englne thrust as the airplane entered the icing cloud is
belleved tc be & result of ice collection on the cowl 1lip, which
diarupted the alr flow and destrcyed the pressure recovery at the
compressor inlet,

After 18 minutes in t he icing condition, the engine returned
t0 nearly normal operation. Because of the very low liquid-water
content at that time (0.077 gram per cubic meter) and high free-
alr temperature (25° F), the ice accumulation on the engine inlet
melted and ran back along the cowling (fig. 5(b)).

After 35 ninut es, the ligquid-water cont ent rapidly rose to
0.49 gram per cubic meter (fig. S(b)). The fuel flow then increased
to maintain the engine speed, which resulted in a correspcording
increase in tail-pipe temperature. At this poi nt the thrust
rapidly decreased.
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After 35 minutes, the liquid-water content gradually decreased
from 0.49 to 0.32 gram per cublc meter at the end of the run
(fig. 5(b)) . The additional ice accumulation on the engine resulted
in a gradual increase ln fuel flow and tall-pipe temperature and a
gradual decrease In Jet thrust.

At the end of 60 minutes, the thrust, the tall-plpe temperature,
and the fuel flow had stabilized (fig. 5(a)). During the icing
encounter, the thrust decreased from 1850 to 1700 pounds, the tail-
pipe temperature increased from 865° to 965° F, and the fuel flow
increased from 1890 to 1980 pounds per hour. During the time in the
icing condition, the free-air temperature varied from 25° to 31° F,
the average droplet size varied from 5.4 to 12.1 mlcrone, and the

liguld-water content varied from 0,077 to 0.490 gram per cublc meter

(fig. 5(b)).

The engine was accelerated to take-cff power of 12,000 rpm and
held at this speed for 2 minutes after approximately 45 minutes 1n
the icing condition. At the end of 2 minutes, the tall-pipe tem-
perature had stabilized. The 1lce shown in the photographs resulted
in athrust decreased at 12,000 rpm from 2455 to 2050 pounds and a
tail-pipe temperature increase from 1063° to 1139° F.

No general conclusions may be drawn from these data, but no
gerious reduction In engine performance would be experienced in an
icing condition simller to the cne discussed.

SUMMARY OF RESULTS

The followling results were cbtalned with an axial-flow turbo-
Jet engine In one icing encounter in natural lcing conditions with
en average droplet size of approximately 10 microns, free-air
temperature of approximately 30° F, and liq_uia.-water content varylng
from 0,077 to 0.490 gram per cubic meter:

1. The taill-pipe temperature increased fram 865° to 965°¢ F
during an icingperiod of 60 minutes.

2. The engine jet thrust decreased from 1950 to 1700 pounds
during the same periocd,

3. The fuel flow increased from 1880 to 1980 pounds per hour
during the ilcing run. ’
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4, Very little or nc ice at all was belleved to have collected
on the inlet guide vanes or rotor.

5. The engine was satlsfactorily accelerated to¢ take-off power
after approximately 45 minutes in the ilcing conditionm.

Flight Propulsion Research Laboratory,
National Advisory Committee for Aeronautics,
Cleveland, Ohlo.
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Figure 2. ~ Cloge-up view of turbojet engins mouwnted on test airpl ane.
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Figare 3. - Front view of ice formetion on engins and cowling
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(a) Side view.

Figure 4. - Ice formatilon on engine cowling after icing Flight.
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(b) Front view.

Figure 4 . - Concluded. |Ce formation on engine cowling after icing flight.
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